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Created by : Jochen Zaiser (jochen@torcman.de)                                         
  Version : 2.0e June 2005

Dear Customer,

for achieving best efficiency with electric model drives, it is mandatory to calculate the optimized motor by considering all environmental parameters like model characteristics, size and weight, as well as battery, prop, controller… . On our Website under  Fascination – Practic Samples  you can find a lot of well proven combinations which our satisfied customers sent us as feedback. Although it is only written in german, it should be possible to understand most of the data. If you don’t find a sample which is comparable to your application, you are kindly asked to fill out the table below as far as possible and send it back to us. This data allows us to calculate the best drive combination for your model. Fields which are not filled out will result in a recommendation from us. 

	Description
	Your Data
	Example

	Type of Model / Description 
	
	Glider, Hotliner, Acro Flyer, Funflyer, Scale …

	Model-Name,Manufacturer, Link
	
	Extra 300 / xxx-models / www.xxx-models.com 

	Wing Span
	
	120cm

	Total weight without motor and battery
	
	2400g

	Number / wiring of battery cells
	
	10cells Inline or Lipo 3S2P …

	Type / Name of cells
	
	Lipo, NiCd, NiMh (Brand) 

	Quality of cells
	
	Old, Normal, Pushed, P+M

	Maximum allowed current
	
	45A

	Expected Performance
	
	gentle, speedy, hot, vertical climb

	Expected flight time
	
	5  to 8 min.

	Max. Prop Diameter possible
	
	14“  or  35cm

	Prefered Prop Size
	
	APC-E 14x7

	Currently used drive set
	
	Ultra 1200-8 , 10 cells, 14x8

	Existing Controller
	
	Jeti , Hacker , Schulze …

	Spinner Diameter, Rib Diameter
	
	45mm / 44mm



	Additional Informationen


	
	Add any comment and additional information here



	Name / Contact / Fax-Number
	
	Michael Jackson, mj@t-online.de , Fax 001 638 4565789


I request the following information (please mark) :

O
Calculation and recommendation of an optimized motor

O
Recommendation for required accessories (controller, batteries, prop …)

O
Quote for motor

O
Quote for Controller

O
Quote for accessories 

You can fill out this form on your computer and send it by email to  jochen@torcman.de , or print it out and send by fax to Jochen Zaiser, (+49) 7031 / 606494 – don’t forget to note your fax number or email address for reply.
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